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(57) Abstract: The invention relates to a method for determining the ac- 
tuator energy required for the different injection types of an actuator of an 
internal combustion engine. According to said method, the actuator is im- 
pinged by a control signal in such a way that an actuator signal is generated 
and an injection parameter of the internal combustion engine is set in such 
a way that said actuator signal is generated at a specific stored time. The 
first injection type in the combustion cycle is first deactivated in order to 
determine the actuator energy of said type from the second injection type. 

(57) Zusammenfassung: Die Erfindung betrifft ein Verfahren zur Ermitt- 
lung der bentttigten Aktorenergie fur die verschiedenen Einspritzarten ei- 
nes Akiors einer Brennkrallmaschine, wobei der Aklor derart mil einem 
Ansteuersignal beaufsclUagt wird, das diese ein Aktorsignal erzeugt, wo- 
bei ein Einspritzparameter der Brennkraftmaschine derart eingestellt wird, 
dass das Aktorsignal zu einem bestimmten hinterlegten Zeitpunkt erzeugt 
wird. Dabei wird zuerst die im Verbrennungszyklus erste Einspritzart ab- 
geschaltet, um dessen Aktorenergie aus der zweiten Aktorenergie aus der 
zweiten Einspritzart zu bestimmen. 
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